#CAW-CBC-10 42 Activated Carbon Block Filter Cartridge
#CAW-BCBC-10 Jumbo Activated Carbon Block Filter Cartridge

Features :
- ANSI/NSECYAe '(ication products.
- EffectizRledi=islico Chlorine, VOCs, Pesticiglé @ dous Chemicals, Odor removal and Taste

dential, commercija . ge with standard NPT DOE caps. OEM variety
able upon request.
factures KX Matrix® S entair C-series/EPM-series..

‘ COMPONENT
‘ \
. Nominal 85% 2 (ppm) Chlorine R~
-~ | OD Micron Rating| Life span @ flow : Pressure drop
2 172" 63mm) SuM 8,000 Liters @ 3 Ipr 2kg / cm2 @ 3LPM

1/2"@3mm) 5uM 14,000 Liters @ 5 g/cm2 @ 5LPM

5uM | 22,000 Liters @ 5 IpAt§ 0:09 kg / cm2 @ 5LPM

2 1/2"(63mm) 5uM 32,000 Liters @ 1

55
e ) B %
0" (1016mm) | 2 1/2"(63mm) 5uM 45,000 Liters @ 20 05 kg / cm2 @ 20LPM

07/kg / cm2 @ 10LPM

10" (254mm) | 4 1/2"(115mm) 5uM 40,000 Liters @ 10 ipn kg / cm2 @ 10LPM

20" (508mm) | 4 1/2"(115mm) SuM
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